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Oneway Bridge Tripod Turnstile 

ET2 000

Passage  W idth :  5 20m m  

Throu ghpu t rate  : 35 p/m

Pow e r S u pply : 100 ~240V

O pe rational Voltage  : 24V

M ax  tole rance  of Arm s  : 80 Kg

Angle  pe r rotation : 1200

O peO pe ration Type  : O ne w ay - B idire ctional

Inpu t control signal : D ry contact

M ax  Pow e r C onsu m ption : 30 W

Fre qu e ncy : 5 0~60hz

Pre cte ction Le ve l : IP 44

W orking Te m pe ratu re  : -25  ~ +7 0O C

Ele ctro - m agne tic D rive  : D C

D im e nsion ED im e nsion Ex clu ding B ar : 1200x 280x 980 m m

N e t W e ight Inclu ding B ar : 5 2kg

O pe ning D u ration : 5 s - 60s

Primary controller (Inbuilt):
CPU : 32 bit Microprocessor
Opening Signal Input : yes
Emergency Switch Input : yes
Direction Indicator Output : yes
Passing Indicator Output : Yes
DropDrop Arm Electromagnet Output : Yes
Material Housing : SUS 304
Operating Mode: Single way bi directional
Primary controller: Semi-automatic mode

SpecificaƟo n


